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Summer 2009

The NO; “anomaly™:

Nitrate concentrations in the
Oglio River increase by up to 500
LM but such increase is not
explained by point souces nor N-
Input by the main tributaries
(green arrows)
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N balance terms tons N yr

INPUT
Livestock manure 51,512
Synthetic fertilizers 33,564
Biological fixation 12,182
Atmospheric deposition 1,800
Wastewater sludge 1,057
2. input 100,115
OUTPUT
Crop uptake 38,915
NH, volatilization 12,704
Denitrification in soils 8,440
2. output 60,060
Balance 40,056

N mass balance in the lower Oglio River basin (year 2008)



N-output N-surplus (kg N ha AL+ yr)

<100

101-170
171 - 240
241 - 340
341 - 400
401 - 550
>550

The amount of livestock N manure applicable to vulnerable and non vulnerable zones
according to the EU Nitrates Directive are 170 and 340 kg N ha! yr?, respectively, and
are comparable to N surplus in most municipalites.

The load of farmed animals is elevated (>1.5 tons ww ha!) in ~64% of municipalities.
The basin hosts some 650,000 cows and over 2,100,000 pigs




The number of inhabitants is
1,280,000, corresponding to
5,834 t N y! potentially
generated; 85% are connected
to sewage treatment plants

K loads from
urban areas
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Figure 5. Log-log plot reporting the relationship between NO;- export at the
closing section and the population density in a number of watersheds
including those of the present study. Redrawn from Caraco & Cole, 1999.



INPUT Tons N yr-1
Agricolture and farming 100,000

Sewage plants 6,000
OUTPUT

From cultivated soils 60,000
SURPLUS

Agricolture 40,000
EXPORT

Oglio closing section 13,000



1) Evidences of diffuse NO,™ contamination suggested to perform
a detailed N mass balance, according to the method proposed by
Oenema et al. (2003)
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- Winter and summer samplings performed over 20 perifluvial
wetlands, some isolated and some hydraulically connected with the
Oglio River.

- Intact sediments collected via plexiglass liners and incubated in the
dark for fux (DIN) and denitrification (IPT) measurements.




Rates of Denitrification

Data are grouped in winter (W)
and summer (S) values of
connnected (C) and isolated (1)
wetland types and show total
denitrification rates (Dtot),
denitrification of nitrate diffusing
to anoxic sediments from the
water column (D,,) and
denitrification of nitrate produced
within sediments by nitrification

(Dy)
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connected isolated all sites connected isolated all sites

Denitrification efficiencies calculated according to Eyre and Ferguson (2002).

Isolated wetlands tend to recycle nitrogen while connected wetlands tend to
loose N permanently via denitrification.
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Denitrification of nitrate diffusing to anoxic sediments from the water
column was generally stimulated meaning that, at sites with low nitrate in
the water column, the denitrification potential was elevated but only

partially expressed.




Type of wetland

Location

Method for measuring

denitrification rates

Denitrification rate
(umol N m~% h™ 1

References

Riparian wetlands

Constructed wetlands receiving
river water

Wetland system treating effluent
from a sewage treatment plant

Wastewater treatment wetland

Riparian buffer zone

Constructed wetland

Marsh receiving water from river

Constructed wetlands receiving
river water

Constructed marsh receiving water

pumped from river
Constructed wetland receiving

water from drainage ditch
Constructed wetlands

Constructed wetlands receiving
rver water

New Jersey
(USA)
California (USA)

Netherlands

Sweden

Estonia
Switzerland
Louisiana (USA)

Ohio (USA)

Texas (USA)

Indiana (USA)

Arizona (USA)

Japan

N, fluxes

Mass balance

Acetylene inhibition

Acetylene inhibition
N, fluxes

[sotope mass balance

[sotope ratio mass

spectrometry (IRMS)

Acetylene inhibition

N-/Ar (MIMS)

[sotope pairing

Mass balance

Acetylene inhibition

<20-260

12-3.188

1-360

714-1.786
14-571
3-661
179-679

14-129

54-278

40-175

677-1,248
149-185

Seitzinger (1994)
Reilly et al. (2000)
Toet et al. (2003)

Bastviken et al. (2005)
Teiter and Mander (2003)
Reinhardt et al. (2006)
Yu et al. (2006)

Hernandez and Mitsch
(2007)
Scott et al. (2008)

Herrman and White (2008)
(in press)

Kadlec (2008)

Zhou and Hosomi (2008)

[solated wetlands

Riverine connected wetlands

ltaly
ltaly

[sotope pairing

[sotope pairing

2-23]

35-1,888

This study
This study

Apart from Seitzinger (1994), reported values were calculated from original data and expressed in pmol N m™ - h
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INPUT Tons N yr-1
Agricolture and farming 100,000

Sewage plants 6,000
OUTPUT

From cultivated soils 60,000
SURPLUS

Agricolture 40,000
EXPORT

Oglio closing section 13,000
UNACCOUNTED 26,000

o |



1) Evidences of diffuse NO,™ contamination suggested to perform
a detailed N mass balance, according to the method proposed by
Oenema et al. (2003)

2) The N mass balance suggests the presence of unaccounted for
N sinks within the lower Oglio River Basin. We thus performed a
comprehensive analysis of denitrification in perifluvial wetlands,
In order to evaluate the fraction of the surplus permanently
removed via this process.
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Isotopic composition of dissolved nitrates. 1 = synthetic fertilizers; 2 = nitrification processes
on mineralized synthetic fertilizers; 3 = mineralized synthetic fertilizers; 4 = soil organic matter;
5 = manure and septic tank effluents; 6 = evolution during denitrification. A = August 2009.
Isotopic data suggest weak denitrificazion in the oglio River.
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oA o ¥ Secondary drainage channels (SDC)

Very great potential for N-removal
as their network sums 12,500 km,

with a density of 5.5 km km2 AL.

Theoretical denitrification and N retention
in SDC was calculated according to the
model proposed by Christensen (1990)
and according to the literature dealing
with nitrogen removal in vegetated buffer
strips




»~Nitrification-coupled
denitrification in
submerged
. macrophytes growing

& in SDC
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Evidences of oxygen transport during the light and dark phase
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INPUT Tons N yr-1
Agricolture and farming 100,000
Sewage plants 6,000
OUTPUT

From cultivated soils 60,000
SURPLUS

Agricolture 40,000
EXPORT

Oglio closing section 13,000
UNACCOUNTED 26,000
DENITRIFIED IN 250 (1% of unaccounted!)
WETLANDS
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1) Evidences of diffuse NO,™ contamination suggested to perform
a detailed N mass balance, according to the method proposed by
Oenema et al. (2003)

2) The N mass balance suggests the presence of unaccounted for
N sinks within the lower Oglio River Basin. We thus performed a
comprehensive analysis of denitrification in perifluvial wetlands,
In order to evaluate the fraction of the surplus permanently
removed via this process.

3) As denitrification in wetlands removes only a minor fraction of
excess N we analyzed the potential N removal in other aquatic
compartments: the Oglio River and the secondary drainage
system.







N-NO,™ concentration
(LM) In groundwater

514
457

400
343
286
229
171
114
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On the short time scale
groudwater can represent a N
sink but on a larger time scale
springs can recycle substantial
amounts of nitrogen (NO; but
also N,O) to the surface
network of canals.

To our opinion this Is an
extremely important point, also
due to expected *“recover” of
Impacted sites (>20 years).

Investments won’t bring to
substantial changes In 2-3
years...



Table 3.

and downstream (D) stations.

Chemistiv and Ecology

Taylor & Francis
Vol. 27, No. 2, April 2011, 177-187

Taylor & Francis Group

Greenhouse gases (CO,, CH4 and N, O) in lowland
springs within an agricultural impacted watershed
(Po River Plain, northern Italy)

Alex Laini®"*, Marco Bartoli®, Simona Castaldi®, Pierluigi Viaroli®, Ettore Capri®
and Marco Trevisan”
4 Department of Environmental Sciences, Parma University, Parma, Italy; " Institute of Agricultural

and Environmental Chemistry, ‘Sacro Cuore’ Catholic University, Piacenza, Italy; © Department
af Environmental Sciences, Second University of Naples, Caserta, Italy

Mean, maximum and minimum values of the physical and chemical parameters analysed at headstream (H)

June

August

Mean Max

Min

Mean Max Min

H D H D H

D H D H D H D

7.66
17.3
7.73
0.28
110

7.67
19.0
8.63
0.20
110

8.37
22.0
14.04

2.72

Q22

7.33
16.7

5.63

0.02

0 1A

°C 15.0
mg - L7}
pM

[TVl
Ll

7.08

0.91

0.00
0.00

8.31
22.0

8.07

0.80

008

8.64
22.0
11.76

8.87

10 74

7.17
14.0
1.71

0.00
0.00

6.63
16.0
4.78

0.00
0.00

7.30
15.0
4.21
0.00
0.01

7.49
17.4

4.67

0.09

n132 115

7.68
18.4

7.601

0.77

M 628.6 6443 10312 11594 361.6

349.6 5327 590.5 1410.7 13029 1542 1664

358.8
173

733.5
96 1

456.9
1819

115572
1465

3/0.3
694 2

THYI
nM

1284
24

1795
100

216l.6
1023 5

2398.9
0881

26.6
36 8

912.4 5759
1165 52

nM 487.7 335.1 974.6 10237 205.1

3
16.6 381.8 06 8740 9513 66.6 926
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The NO; “anomaly™:

The increase of nitrate
concentration in the Oglio River
IS due to river-groundwater
Interactions.

Estimated N load “from below”:
4000-8000 kg N day-!

154



Conclusions/Perspectives/Future Research in this watershed

In the Oglio River basin a large N-surplus is coupled to:
-permeable soils

-limited extension and limited connection of wetlands with main
water bodies

-simplified landscape

As a result, the NO5 pool in ground water Is increasing, meaning
that recover is far. Isotopic analyses and hydrogeological models
can help in dating the age and the pathways of the nitrate recycled
by springs; this would give realistic perspectives on expected
recover.

Taken actions were demonstrative and not necesserily realized in
the right places.
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